
M O D E L F - 4 0 0 T F -1 0 0 0 T F -15 0 0 T

F U E L  T Y P E D U A L  F U E L  -  L P/ N G D U A L  F U E L  -  L P/ N G D U A L  F U E L  -  L P/ N G

B T U / H R 4 0 0 , 0 0 0  M A X . 1, 0 0 0 , 0 0 0  M A X . 1, 5 0 0 , 0 0 0  M A X .

C F M 2 , 0 0 0 7, 0 0 0 7, 0 0 0

P O W E R 
R E Q U I R E M E N T S 115 V/ 6 0 H Z / 1P H / 15 A 115 V/ 6 0 H Z / 1P H / 2 0 A 115 V/ 6 0 H Z / 1P H / 2 0 A

F U E L  C O N S U M P T I O N 4 . 3 7  G A L / H R  ( P R O PA N E )
4 0 0  C F H  ( G A S )

10 . 9 3  G A L / H R  ( P R O PA N E )
1, 0 0 0  C F H  ( G A S )

16 . 4  G A L / H R  ( P R O PA N E )
1, 5 0 0  C F H  ( G A S )

I G N I T I O N D I R E C T  S PA R K D I R E C T  S PA R K D I R E C T  S PA R K

S E C O N D  S TA G E 
R E G U L AT O R

3 /4 ”  N P T
# B 4 2 R 0 . 7 5

1-1/4 ”  N P T
# B 4 2 R 1. 2 5

1-1/4 ”  N P T
# B 4 2 R 1. 2 5

15 ” 2 6 ” 2 6 ”

L  x  W  x  H 4 8 ”  X  2 2 ”  X  2 4 ” 61 ”  X  2 9 ”  X  3 8 ” 61 ”  X  2 9 ”  X  3 8 ”

W E I G H T 9 0  L B S 3 5 6  L B S 3 6 0  L B S

DIRECT FIRED HEATERS

Dual fuel heaters can by powered by either propane or natural gas. Simply turn the 
fuel selector valve to change the fuel supply. The heaters come equipped with an 

for commercial applications including construction and maintenance. Environmentally 
friendly with minimal products of combustion.

F-1000T F-1500T

EASY TO SWITCH
FUEL SUPPLY

F-400T


