
M O D E L F -15 0 F - 3 7 5

F U E L  T Y P E VA P O R  P R O PA N E VA P O R  P R O PA N E

B T U / H R 5 0 , 0 0 0  M I N .
15 0 , 0 0 0  M A X .

2 2 0 , 0 0 0  M I N .
3 7 5 , 0 0 0  M A X .

C F M N /A O P T I O N A L

P O W E R
R E Q U I R E M E N T S N /A N /A

F U E L  C O N S U M P T I O N 0 . 5 4  T O  1. 6 3  G A L / H R 2 . 3 9  T O  4 . 0 9  G A L / H R

I G N I T I O N M A N U A L M A N U A L

M A N I F O L D  P R E S S U R E 2 -1/4  T O  2 0  P S I 7  T O  2 0  P S I

8 ” 13 ”

L  x  W  x  H

W E I G H T 3 2  L B S 6 5  L B S

O P T I O N A L  F A N - - 8 0 0  C F M  F A N  A S S E M B LY  (12 0 V )

O P T I O N A L  M A N I F O L D 2  C Y L I N D E R  ( 2 0 0 1- S 2 )  O R
3  C Y L I N D E R  ( 2 0 0 1- S 3 )

2  C Y L I N D E R  ( 2 0 0 1- S 2 )  O R
3  C Y L I N D E R  ( 2 0 0 1- S 3 )

DIRECT FIRED
HEATERS
FOR CONSTRUCTION SITES
This heater series is engineered for simple operation and minimal servicing. The light 
and portable design is stackable for easy transportation and storage. Additionally, it is 
designed to operate without a fan or electricity. Unit includes a standard 20’ hose.

LIGHT 
AND 
HIGHLY 
MOBILE
DESIGN

F-150 F-375


