
F U E L  T Y P E P R O PA N E  O R  N AT.  G A S D U A L  F U E L D U A L  F U E L

B T U / H R 8 5 , 0 0 0 17 5 , 0 0 0 3 3 0 , 0 0 0

C F M 4 5 0 1, 2 0 0 2 , 6 0 0

P O W E R
R E Q U I R E M E N T S 115 V/ 6 0 H Z / 1P H / 15 A M P 115 V/ 6 0 H Z / 1P H / 15 A M P 115 V/ 6 0 H Z / 1P H / 15 A M P

F U E L  C O N S U M P T I O N 0 . 8 9  G A L / H R  ( P R O P. )
8 5  C F H  ( N AT.  G A S )

1. 8 8  G A L / H R  ( P R O P. )
17 5  ( N AT.  G A S )

3 . 6  G A L / H R  ( P R O P. )
3 3 0  ( N AT.  G A S )

I G N I T I O N D I R E C T  S PA R K D I R E C T  S PA R K D I R E C T  S PA R K

T H E R M O S TAT 2 0 ’  C O R D  F O R
R E M O T E  L O C AT I O N

2 0 ’  C O R D  F O R
R E M O T E  L O C AT I O N

2 0 ’  C O R D  F O R
R E M O T E  L O C AT I O N

L  x  W  x  H

W E I G H T 12 2  L B S 16 4  L B S 3 4 5  L B S

These thermostatically controlled 
heaters are ideal for tent events or 
construction applications as they 
create a comfortable environment 

simple to set-up. Flexible ducting 
options allow for heat to be directed 

DIRECT FIRED
HEATERS

M O D E L T H C - 8 5 P  ( P R O PA N E ) T H C -17 5 D F T H C - 3 5 5 C D F

THC-85P THC-175DF THC-355CDF


