
TRADESMAN® K K75 K125 K175 K210 K400 K650

Btu/h Rating 75,000 125,000 175,000 210,000 400,000 650,000

Heated Air Output (CFM) 265 520 600 650 1,400 3,600

Fuel Type Kerosene* Kerosene* Kerosene* Kerosene* Kerosene* Kerosene*

Fuel Consumption max. (gal./hr.) 0.6 0.95 1.3 1.6 3.0 4.9

Tank Capacity 5 10 13 13 29 50

Operating Time max. (hrs.) 8.3 10.5 10.0 8.0 9.5 10.0

Amps (continuous operation) 1.6 2.5 3.2 3.7 4.4 7.1

Pump Pressure (PSI) 3.8 5.5 6.5 8.5 125 110

Motor Horsepower 1/8 1/5 1/4 1/3 1/2 3/4

Length (In.) 32 36.1 41.8 41.8 52.5 69.2

Width (In.) 11.8 21.5 23.1 23.1 31.4 32.8

Height (In.) 16.8 24.6 26.1 26.1 32.8 48.7

Shipping Weight (lbs.) 32.0 63.7 71.6 73.2 163.0 298.0

thermostat s s s s s s

handle(s) s s s s s s

wheels - no flat no flat no flat no flat no flat

fuel & pump pressure gauges s / s s / s s / s s / s s / - s / -

On/Off switch s s s s s s

cord caddy s s s s s -

u.s./canada certification yes yes yes yes yes yes

TWO YEAR WARRANTY
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S=Standard

* Kerosene, #1 and #2 Diesel or #1 Fuel Oil
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