
Power Consumption (amps) 9.3 13.64 9 - 10

Evaporative Media

High Impact Body

Height 72”77” 77”

Footprint 3.33 ft210.31 ft213.13 ft2

Sound Level 59 dB78 dB 78 dB

Water Consumption (per hr) 6-13 L9 L5 gal 

Water Storage 15 gal 60 gal 85 gal

Tank Duration (hrs) 6 - 1212 35

* This data is provided by the manufacturer. Vector engineers have performed separate tests and found that these systems
  perform significantly less than what they advertise. 

CFM 12,500* 14,000* 9,000

Designed for commercial, 
industrial and residential 
spaces, Vector’s GFI compatible 
system maintains a safe, cool 
and breathable environment 
while mitigating heat, airborne 
viruses, dust, mold, slip and fall 
accidents, and other health 
concerns. 

Atmosphere Redefined

Vector has the ability to oscillate 
air over a 100° range, without an 
articulating head or any visible 
moving parts. 

No Articulating Head

Vector’s compact design allows 
up to four systems to fit on one 
standard shipping pallet.  This 
also makes it convenient when it 
comes to storing and the 
portability of Vector. 

Easy to Ship & Store

Cooling Capacity (sq ft) 2,5002,0003,125

Weight (Empty) 136 lbs280 lbs212 lbs

Misting Capabilities

“Plug & Play” Setup

Low Maintenance

Variable Misting Level

Advanced Misting

“There is no other system on
the market that is as elegant
and efficient as Vector...”

mobile climate control reimagined


